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INTER-LINER

INTER-LINER

is a two component, 100% solids, aromatic polyurea
durable coating that is used to protect against abrasion, corrosion,
chemicals, and provide anti-skid protection. offers
high tensile strength and impressive elongation. Will not crack, peel
or warp when permanently bonded to a properly prepared surface.

INTER-LINER !
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Applications: Truck bedliners, undercoating, rocker panel protection,
floor pans, trunk lining, truck fender protection, dump trucks beds,
recreational vehicles, emergency vehicles, utility trailers, horse
trailers, anti-skid floor applications, decks, steps, mining equipment
preservation, solid waste handling equipment, water and sewage
treatment equipment, tanks, pipes, hoppers, agriculture equipment,
military blast protection, architectural structures and many more.

LIQUID PROPERTIES

Viscosity @ 25°C (cps) *

Density:

Polyol Component 1500
Polyisocyanate Component 2500

Brookfield Viscometer  Spindle Size  SV II St
Exotherm Peak Temperature 175°F

100 gram mass

Polyol Component 1.04
Polyisocyanate Component 1.09

SHELF LIFE:
APPLICATION TEMP:
STORAGE TEMP:

6 months from date of purchase
approx. 60°F to 85°F

approx. 50°F to 80°F

PHYSICAL PROPERTIES

Coverage: case of six
00

Color

Gel Time (sec) @ 77°F:
Tack Free (minutes) @ 77°F:
Walk On Time @ 77°F:
Light Duty Time @ 77°F:
Heavy Duty/Full Cure Time @ 77°F:
Tensile Strength:

Tear Resistance:

Shore Hardness:
Taber Abrasion Test:

: Black or Gray
Each (1500 ml kit)

will cover 1 sq./ft. @ 38mil
15 seconds
1 minute
1 Hour
8 Hours
24 Hours

ASTM D-412
Strength (p.s.i. at break): 2200
Elongation (% at break): 490

ASTM D-624
Die C Tear Resistance (pli): 410
Split Tear (pli): 130

A :   92
Excellent

1000 cycles H-18 wheel 1 kg, Mg. Loss 150
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All information on this data sheet is based on laboratory testing and is not intended for design purposes. IES! makes no representations or warranties of any kind concerning this data.

Available:

8708

8709

8747
8736
8741

96217
96218
96218WR

1500ml Dual Cartridge  - Black 6/case

1500ml Dual Cartridge  - Gray 6/case

Fine Static Mixer Atomizer 6/pkg
Medium Static Mixer Atomizer 6/pkg
Heavy Static Mixer Atomizer 6/pkg

HSS Regulator Kit 1/case
Pneumatic Gun - Disp. 1500ml 1:1 1/case
Pneumatic Gun - Disp. 1500ml 1/case

(comes with one Medium spray mixer)

(for #96218 gun)

w/regulator

(comes with one Medium spray mixer)
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Rusted cart before.......and after!

Truck bed in progress......

......truck bed finished.

#96218WR Pneumatic Gun w/Regulator

SURFACE PREPARATION

APPLICATION

SHAKE PRODUCT THOROUGHLY FOR 30 SECONDS BEFORE USING

1. Remove all contaminants from the surface to be coated first using soap and water and
then to remove any silicone and/or waxes.

2. Neutralize all rust and corrosion using .
3. Mask all areas that are NOT to be coated to prevent over spray.
4. Bare metal surfaces should be primed with epoxy or 2K primer, then scuffed or lightly

sanded to insure proper bond.
5.Aluminum and galvanized surfaces should be etched with .
6. To insure a proper bond, it is recommended to use

. Please see the SECURE-BOND Label for more directions.

can be applied using an INTER-LINER 1500 ml pneumatic dual cartridge
spray gun. Consult the MSDS sheets for safety information before using this product. Make
sure the compressed air source is dry and adequate to provide a constant inlet pressure of
90 psi.Set the regulatorpressure going to the staticmixeratomizer to 25 psi.

Select the desired static mixer atomizer: Fine, Medium or Heavy. Medium is the most
common m , additional mixers can
be purchased separately . Remove the tips from the front of the cartridge and install the
static mixer atomizer and nut onto the cartridge and connect the air hose. Keep the
cartridge in an upright position and load it into the spray gun, keeping the spray gun pointing
up. When you are ready to start spraying, point the gun at the surface and pull the trigger. It
is recommended to do a test pattern on a disposable surface such as cardboard each time
you start a new kit. This procedure also equalizes the chambers to insure an equal mix.
Adjust the regulator pressure to the atomizer to achieve the desired pattern and then
proceed with application.

Once you have started the spraying process, keep the gun pointing at a downward angle,
do not pause or stop spraying the material as this could lead to material setting-up inside
the static mixer.

If you stop spraying material and tilt the spray
gun upward, the product could flow back into the cartridge and could eventually render the
remaining product in the cartridge to be unusable. Do not allow the kit to completely empty
while spraying. Stop spraying when the plunger is about 1/2" from the front edge of the
cartridge. The reason for this is that the last remaining product in the cartridge may not mix
thoroughly and could remain tacky on the sprayed surface.

The final texture pattern can be achieved by lowering the air pressure to the static mixer
atomizer to increase the droplet size and moving the gun quickly over the object until the
desired pattern is achieved. When reloading the gun with a new kit keep the gun and
cartridge at an upward angle until your ready to spray and then once again do a test the
pattern on a disposable surface for a few seconds and proceed with the application.

IES Super Cleaning Solvent
IES Rust Raider

IES Rust Raider
#8700 SECURE-BOND Polyurethane

BondingAgent/Primer

INTER-LINER

(One edium static mixer atomizer is included in each kit
)

Once the spray pattern has been achieved, spray over the object with even
passes until the desired thickness is reached.


